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6. Hot & Cold shut-off utility valves required
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Working Temperature: 33F to 105F

(Faucet Specs)

All J&A USA products has been compliance with requirements for Whirlpool bath appliances contained in ASME / ANSI A112.18.3M 
/ A112.181M, CSA B125, NSF / ANSI 61 and with dual backflow protection Compliances with following standard (s):AMSE 
A112.18.3-2002 (R2008) AND ASME A112.18.1-2012 / CSA B 125.1-12  
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- Twelve (1st -12) month from date of shipment. Empress will cover normal shipping cost
  associated with replacement part/s. Expedited shipping cost will incur an additional charge.
- Twelve (2nd - 12) month from date of shipment associated with replacement part/s shipping
   cost will be charge to buyer / customer.



8- Resin Bowl Basin







5. Do not hold by Resin bowl to move



Empress RX  Massage Chair

Empress LX   Massage Chair

Empress RX / AX

305lbs / 260lbs97S/RX
AX
AX

Empress LX / AX

Empress LX/RX/LE/SE: Specification
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15”

15”

Empress LX

Empress RX

20”

20”
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Empress LE

Empress SE



HeadRest
   Pillow

Backrest

Tray

Up & Down Armrest

Seat Cushion

Remote
& Holder

Remote
& Holder

Shower Head Spray
    Dual functional Shower Head Spray

    Dual functional
Shower Flex Hose

Shower Flex Hose

Single Lever Faucet

Single Lever Faucet

Overflow Drain
Handle

Overflow Drain
Handle

  Air Activate 
On/Off Button

  Air Activate 
On/Off Button

Chrome Footrest 
        Support

Chrome Footrest 
Support

3 pcs. Footrest Cushion
3 pcs. Footrest Cushion

1/2” Hot & Cold Inlet 1/2” Hot & Cold Inlet

1 1/2” Drain Outlet
1 1/2” Drain Outlet

LED Sequential light

LED Sequential light

Resin Bowl Basin
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Empress RX / LX Identification



Epress LE/SE: Identification

Head Rest 
    Pillow

Backrest 

Seat Cushion

Remote

Remote

Remote Holder

Remote Holder

Splash Guard

Resin Bowl Basin

Up & Down Armrest
Up & Down Armrest

Shower Head Spray
    Dual functional

Shower Head Spray
    Dual functional Shower Flex Hose

Shower Flex Hose

  Air Activate 
On/Off Button

  Air Activate 
On/Off Button

Single Lever
     Faucet

Single Lever
     Faucet

Overflow Drain
       Handle

Overflow Drain
       Handle

Ventilation

Ventilation

Chrome Footrest 
        Support

Chrome Footrest 
        Support

3 pcs. Footrest 
     Cushion

3 pcs. Footrest 
     Cushion

LED Sequential light

LED Sequential light

1/2” Hot & Cold Inlet 1/2” Hot & Cold Inlet

1 1/2” Drain Outlet
1 1/2” Drain Outlet

Ventilation Outlet
       2” OD

Ventilation Outlet
         2” OD

-15-



16”

4 1/2”

25 1/2”

25 1/2”

45 1/4”

30 1/2”

21 1/2”

Open Tray bothside

56”

8”
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16 1/2”

Open Tray Bothside

45 1/4”

30 1/2”

21 1/2”

4 1/2”

26”

24 3/4”

26”
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Empress RX/LX/SE/LE: Discharge Pump (Optional)
Up to3ft +/- 40 sec. with 3/4” Connection to Main drain

3/4” Discharge Pipe Outlet

Drain outlet MUST be 3/4”
pipe for efficient drainage

3/4” x 3/4” Brass
swing check valve Required

Note:
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Showerhead Holder

Footrest

Footrest Support

ShowerHead

Pipeless Motor

LED Light

Drain Plug

Resin Bowl

Faucet

Drain Assembly

U - Trap

Drain PCV Pipe

Hot & Cold Water Nipples

Hot & Cold braided hose

On/Off Switch

Base shell

Backflow Protection Dual Valve

Power Control Box
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Empress RX / LX / LE / SE Plumbing Part



a. Automatic spa fills with intelligent and reliable level sensor.
b. Can be used with disposal liners
c. Time delay setting for water level adjustment
d. Multiple switched power plug outlet / Control box
e. Dual continuous power outlet
f. Drain pump control outlet with 3 minutes timer 
g. Heavy duty solenoid water valve
h. operates automatic & manual mode
I.Built-in LED basin light power supply 

Magna Jet with Built-in 
Electrodes Water Sensor

Key Pad

Press iFill Auto button to start
fill the basin. As reach water level
and setting delay, Whirlpool & LED
light will be activated.

Manual On & Off Manual operate
whirlpool & Light

Jet (2A)

12VAC
Light

Water
Valve

Level 
Sensor

1- Press Ifill-Auto button will start fills the basin
    automatically. Solenoide valve shuts off
    as water level reach above electrodes sensor.

2- process the JET button will turn on / off
    JET and LED light Manually.

3- Processing the valve button will turn
    On/Off water manually

Continuous Outlet (2A / Per)
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Infiniti PipeLess Whirlpool Motor
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Back Mechanism Metal Frame

Mechanism Opening Slot

D/C -Tapping Motor

Massage Roller (4)

Massage mechanism 
Up & Down track guide Roller

D/C - Kneading Motor

Kneading Belt

D/C motor driven Gear rod extention

D/C Up & Down Motor

Up & Down Gear 

Tapping - Belt

Latch bracket for recline Piston

Power Box

Main PCB

Seat Frame E
x
p

o
s
e
d
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Recliner 
Bracket

Recliner
Piston end

Clevis pin 
spacer

Bottom of Backrest

Recliner Piston End Attachment Instruction

Recliner piston
end - Must be
Horizontal position

A

B

C

Clevis Pin
D

Locking
pin

1. Remove Clevis pin from recliner piston end  
    and make sure it is in horizontal position.
2. Slowly raise up the backrest to aligned with
   recliner piston.
3. Insert Clevis Pin into the backrest bracket through
    recliner piston and secure with locking pin. 
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Empress RX/LX/LE/SE Footrest Assembly



JA-NPBX-112310721

COMPLIANCE WITH FOLLOWING STANDARD (S):
AMSE A112.18.3-2002 (R2008) AND ASME A112.18.1-2012
/ CSA B 125.1-12 
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